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REV.

**When installing against a raised face flange - the use of a ring gasket is recommended.**
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Temperature (°F)
Maximum Pressure PSI

12" & Smaller
170° Up to 225
180° Up to 200
190° Up to 175
200° Up to 150
210° Up to 125
220° Up to 100
230° Up to 75
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1.5" 1.5" 6" .55" 5" 3.88" 4 - .62" .5" .375" .5" 27° 225 26 230°F 6.1 - 6.1 EPDM EPDM Nylon Fabric

2" 2" 6" .63" 6" 4.75" 4 - .75" .5" .375" .5" 20° 225 26 230°F 12.3 - 12.3 EPDM EPDM Nylon Fabric

2.5" 2.5" 6" .71" 7" 5.5" 4 - .75" .5" .375" .5" 17° 225 26 230°F 12.3 - 12.3 EPDM EPDM Nylon Fabric

3" 3" 6" .71" 7.5" 6" 4 - .75" .5" .375" .5" 14° 225 26 230°F 14 - 14 EPDM EPDM Nylon Fabric

4" 4" 6" .71" 9" 7.5" 8 - .75" .75" .5" .5" 14° 225 26 230°F 18.3 - 18.3 EPDM EPDM Nylon Fabric

5" 5" 6" .79" 10" 8.5" 8 - .88" .75" .5" .5" 11° 225 26 230°F 22.8 - 22.8 EPDM EPDM Nylon Fabric

6" 6" 6" .87" 11" 9.5" 8 - .88" .75" .5" .5" 9° 225 26 230°F 26.8 - 26.8 EPDM EPDM Nylon Fabric

8" 8" 6" .87" 13.5" 11.75" 8 - .88" .75" .5" .5" 7° 225 26 230°F 40.6 - 40.6 EPDM EPDM Nylon Fabric

10" 10" 8" .95" 16" 14.25" 12-1" 1" .625" .75" 7° 225 26 230°F 56.6 - 56.6 EPDM EPDM Nylon Fabric

12" 12" 8" .95" 19" 17" 12-1" 1" .625" .75" 6° 225 26 230°F 83 - 83 EPDM EPDM Nylon Fabric

14" 14" 8" 1.02" 21" 18.75" 12-1.13" 1" .625" .75" 5° 150 26 230°F 101 - 101 EPDM EPDM Nylon Fabric

* Maximum Operating Conditions

Contact factory for other elastomers. Not 
for steam applications.

NSF 372 - LEAD FREE
The wetted surface of this product contacted by 
consumable water contains less than one quarter 
of one percent (0.25%) of lead by weight. Material 
complies with state codes and standards, where 

applicable, requiring reduced lead content.

CUSTOMER:

PROJECT:

NOTES:
WWW.ENGINEEREDFLEX.COM FOR 
INSTALLATION INSTRUCTIONS. JOINT MUST BE 
INSTALLED AT ITS NEUTRAL LENGTH. BOLTS MUST 
BE PROPERLY TORQUED. NOT SUITABLE FOR 
STEAM APPLICATIONS. IF CONNECTING PIPE IS 
NOT ANCHORED AND GUIDED, CONTROL 
RODS MUST BE USED.
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1.5" 1.5" 6" .55" 5" 3.88" 4 - .62" .5" .375" .5" 27° 225 26 230°F 6.1 - 6.1 EPDM EPDM Nylon Fabric

2" 2" 6" .63" 6" 4.75" 4 - .75" .5" .375" .5" 20° 225 26 230°F 12.3 - 12.3 EPDM EPDM Nylon Fabric

2.5" 2.5" 6" .71" 7" 5.5" 4 - .75" .5" .375" .5" 17° 225 26 230°F 12.3 - 12.3 EPDM EPDM Nylon Fabric

3" 3" 6" .71" 7.5" 6" 4 - .75" .5" .375" .5" 14° 225 26 230°F 14 - 14 EPDM EPDM Nylon Fabric

4" 4" 6" .71" 9" 7.5" 8 - .75" .75" .5" .5" 14° 225 26 230°F 18.3 - 18.3 EPDM EPDM Nylon Fabric

5" 5" 6" .79" 10" 8.5" 8 - .88" .75" .5" .5" 11° 225 26 230°F 22.8 - 22.8 EPDM EPDM Nylon Fabric

6" 6" 6" .87" 11" 9.5" 8 - .88" .75" .5" .5" 9° 225 26 230°F 26.8 - 26.8 EPDM EPDM Nylon Fabric

8" 8" 6" .87" 13.5" 11.75" 8 - .88" .75" .5" .5" 7° 225 26 230°F 40.6 - 40.6 EPDM EPDM Nylon Fabric

10" 10" 8" .95" 16" 14.25" 12-1" 1" .625" .75" 7° 225 26 230°F 56.6 - 56.6 EPDM EPDM Nylon Fabric

12" 12" 8" .95" 19" 17" 12-1" 1" .625" .75" 6° 225 26 230°F 83 - 83 EPDM EPDM Nylon Fabric

14" 14" 8" 1.02" 21" 18.75" 12-1.13" 1" .625" .75" 5° 150 26 230°F 101 - 101 EPDM EPDM Nylon Fabric

 Bolt Holes Dia. 



Table 7: Maximum Surge or Test 
Pressure of the System

Nominal Pipe 
Size Expansion 

Joint I.D. 
Inch /(mm)

Number of Control Rods 
Recommended

2 4 6 8

1 (25) 949 • • •

1.25 (32) 830 • • •

1.5 (40) 510 • • •

2 (50) 661 • • •
2.5 (65) 529 • • •
3 (75) 441 • • •
4 (100) 311 622 • •
5 (125) 235 470 • •
6 (150) 186 371 • •
8 (200) 163 326 • •
10 (250) 163 325 488 •
12 (300) 160 320 481 •
14 (350) 112 223 335 •
16 (400) 113 227 340 453

18 (450) 94 187 281 375

20 (500) 79 158 236 315

24 (600) 74 147 221 294

30 (750) 70 141 211 281

Note:
Pressures listed above do not relate to the actual design pressure 
of the expansion joint products, but are the maximum surge or 
pressure for a specific control rod nominal pipe size. 

Table 6: 
Control Units/Unanchored
Control Units must be installed when pressures
(test • design • surge • operating) exceed rating 
below:

Pipe Size Series 240
P.S.I.G. 

Series 242
P.S.I.G.

1” thru 4” 180 135

5” thru 10” 135 135

12” thru 14” 90 90

16” thru 24” 45 45

30” 35 35

Series 302Series 301
P.S.I.G. P.S.I.G.
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